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Wiring diagran Laser Printing Front Note: Laser Printing Front Note(Arial) : 3 —
POTER SUPPLY ELECTRIC VEHICLE
L1 6m® Brown . "1 L1 6mm® Brown ﬁ ® MEAC-S-032A-V1-03-X.XM-30AH E
Spare , | Spare DEGSON 32A 250V AC
Laser Printing Back Note(Arial) : IEC 62196-2:2016 . ! Jacket
Spare . 1 : Spare IP54 -
N 6m? Blue : / {N 6m’ Blue VEA - 20100003000 Lapping
PE 6m’ Yellow/Green| /| PE Gmn® 39A 250V AC XXM-30AH Laser Printing Back Note: _ﬁ
RC=2200 :|:3*—%1 RC=2200Q :I:B*%l_ Yellow/Green IEC 62196-2:2016 e ¥ D
PP PP IP54 ® Inner Cover
CP 0.75m® Red : 1 | CP 0. 75mm* Red | 20130000000 DEGSON - L
SEC B-B
Technical parameters MEAC-S-032A-V1P1-03-X. XM-30AH c
Rated voltage 250V AC
Serial Number NOTES:
Rated current 2 ablo Longth Gpinat 1Cabler  ENGOG20-2017 346 +140. Towr' Black  [—
Teaperature range -30C~+50°C 2. RoHlS Compliance
Insulate resistance >5MQ, 500V DC 1Min B
L. N AND PE , 2500V AC 1Min
Vithstanding voltage : ao | .x EART 0. : THEERATERAR
L AND N, 2500V AC 1Min o | oW DEGSON®  NINGBO DEGSON ELECTRICAL CO,,LTD |
Ingress protection P54 :: :: ::: B Arv: NOB: gy pRCTRIC VEHICLE AND BV POVER SUPPLY (32A single-phase)

- tom [ sLm|p DerFT: TITLE: Custormer Drawing B po-1 | A
Tnsertion/pullout force | <100N — @ =] marme 0 MEAC-S-032A-CIX mm | 1/1
Reference standard IEC 62196-2:2016 +0.5° | £L.0° THIRD ARGLE PROJECTION <#> | DO NOT SCALE DRAWING SCAIE 1:6
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